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PORT SPECIFICATION

 Hydraulic swivel joints, electrical swivel joints and combined swivel joints

 Hydraulic joint section

# INDEX147.1

2

3

9

12

ATEX

 AVAILABLE
PORT QUANTITY

4

5

6

8

400 V

400 V

SR150

SR320

Series

SR200 400 V

 Slipring section

Max. voltage

PORT SPECIFICATION
ATEX

 AVAILABLE

SR75 75 V
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We are certified ISO 9001 - ISO 14001 - OHSAS 18001

#  THE COMPANY147.1

Since 1981 DEMAC has been producing a large range of hose and cable reels. The sales program
comprises of more than 500 basic models and about 2000 different versions to meet customer
requirements.

DEMAC manufactures hydraulic swivel joints, eletrical swivel joints and combined swivel joints, with
quality requirements in compliance with ISO 9001 and ISO 14001.

Our company has always tried to meet all our customers’ requirements in all respects.The company
policy is geared to quality, reliability, research and constant innovation and renewal.
The company policy is geared to quality, reliability, research and constant innovation and renewal.

Demac is not just a supplier, but a partner which helps to meet the requirements of the market, thanks
to more than 45 years of technical background gained in this field.
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HD Series# SWIVEL JOINT147.1

Also called: rotating manifold, hydraulic and 
pneumatic rotating joint.
Swivel joint enables the passage of liquid or 
gas substances from a static structure to a 
rotating one. They are designed to work at a 
wide range temperatures and pressures, also 
in hard environment. They can also 
simultaneously handle different medium.
Swivel joint can be adopted on a wide range 
of applications (from small to big dimensions), 
on different machines like bobcats, Earth 
moving machines, packaging machines, 
machine tools, petrochamical machines. They 
are produced by different raw material, seals 
and ball bearings depending on their purpose.

Mozzo - Hub

Trascinamento - Drive

Uscite - Outlet
Entrate - Inlet

Albero - Shaft

Mozzo - Hub

Trascinamento - Drive

Uscite - Outlet
Entrate - Inlet

Albero - Shaft
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Full assembly

# HD+SRSLIPRING ASSEMBLY147.1

HD75.4D

Complete assembly code

 "xxx" = version number

Hydr. Distributor code

example
HD+SR75 HD+SR150 HD+SR200 HD+SR320

HD75.4D.SR75.xxx HD75.4D.SR150.xxx HD75.4D.SR320.xxxHD75.4D.SR200.xxx

Swivel joints Series HD can be assembled with slipring 
Series SR75, SR150, SR200 and SR320 produced by 
Demac. Please check the bottom table for example 
standard  combinations. 
Other combinations available on request, please send 
a mail to info@demac.it for more information.

SR Slipring Series

HD - Series

SR Slipring Series

HD - Series
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Dn Work. Pressure Test Pressure Max flow Fluid

Stator Rotor mm Bar Bar l/min

1 1" BSP 1" BSP 25 350 400 200

150

-20/+80 Weight 5.5 kg

Shaft

Hub

Port 1

PORT SPECIFICATION

Hydraulic Oil 

or Water

Pos.
Port

# 147.1 SWIVEL JOINT

Working pressure in rotation

HD36.E/IV

stainless steel

RPM

°C

stainless steel

Max rotating speed

Operating temperature

Material

Cod. Price list
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Dn Work. Pressure Test Pressure Max flow

Stator Rotor mm Bar Bar l/min

1

2

30 RPM

-20/+80 °C Weight 2.5 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

HD36.2A

1/4" BSP 1/4" BSP 7 300 400 40 Hydraulic Oil

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation

2

PORT SPECIFICATION

Pos.
Port

Fluid

Port# SWIVEL JOINT147.1
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Dn Work. Pressure Test Pressure Max flow

Stator Rotor mm Bar Bar l/min

1

2

30 RPM

-20/+80 °C Weight 2 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

PORT SPECIFICATION

# 147.1 SWIVEL JOINT Port 2

Pos.
Port

Fluid

1/4" BSP 1/4" BSP 7 300 400 40 Hydraulic Oil

HD36.2A/S

Working pressure in rotation

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list
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Dn Work. Pressure Test Pressure Max flow

Stator Rotor mm Bar Bar l/min

1

2

15 RPM

-30/+80 °C Weight 5 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

HDAtex60.2AHD60.2A
Cod.

Max rotating speed

Operating temperature

Material

Price list

External 

finish

2

PORT SPECIFICATION

Pos.
Port

Fluid

Port

Hydraulic Oil1/4" BSP

II 2 D c T135°C

TÜV NORD  14  ATEX  35140794

200 250 40

SWIVEL JOINT# 147.1

Working pressure in rotation

ATEX FEATURES

II 2 G  IIB T4

1/4" BSP 6
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Dn Work. Pressure Test Pressure Max flow

Stator Rotor mm Bar Bar l/min

1

2

30 RPM

-20/+80 °C Weight 3 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

HD36.2B

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation

Hydraulic Oil3/8" BSP 3/8" BSP 10 400 430 60

2

PORT SPECIFICATION

Pos.
Port

Fluid

PortSWIVEL JOINT# 147.1
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Dn Work. Pressure Test Pressure Max flow

Stator Rotor mm Bar Bar l/min

1

2

30 RPM

-20/+80 °C Weight 3 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

HD36.2B/E

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Hydraulic Oil

Working pressure in rotation

PORT SPECIFICATION

# 147.1 SWIVEL JOINT Port 2

Pos.
Port

Fluid

3/8" BSP 3/8" BSP 10 400 430 60
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Dn Work. Pressure Test Pressure Max flow

Stator Rotor mm Bar Bar l/min

1

2

30 RPM

-20/+80 °C Weight 3 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

HD36.2C

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation

Hydraulic Oil1/2" BSP 1/2" BSP 12 400 420 80

2

PORT SPECIFICATION

Pos.
Port

Fluid

PortSWIVEL JOINT# 147.1
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Dn Work. Pressure Test Pressure Max flow

Stator Rotor mm Bar Bar l/min

1

2

15 RPM

-20/+80 °C Weight 5 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

HD36.2D

Working pressure in rotation

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Pos.
Port

Fluid

3/4" BSP 3/4" BSP 19 300 350 150 Hydraulic Oil

PORT SPECIFICATION

# 147 SWIVEL JOINT Port 2
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Dn Work. Pressure Test Pressure Max flow

Stator Rotor mm Bar Bar l/min

1

2

30 RPM

-20/+80 °C Weight 13 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

PORT SPECIFICATION

Pos.
Port

Fluid

2PortSWIVEL JOINT# 147.1

Hydraulic Oil3/4" BSP 3/4" BSP 19 350 400 150

HD75.2D

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation
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Dn Work. Pressure Test Pressure Max flow

Stator Rotor mm Bar Bar l/min

1

2

150 RPM

-20/+80 °C Weight 20 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

HD75.2E

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation

Hydraulic Oil1" BSP 1" BSP 25 350 400 200

2

PORT SPECIFICATION

Pos.
Port

Fluid

PortSWIVEL JOINT# 147.1
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Dn Work. Pressure Test Pressure Max flow

Stator Rotor mm Bar Bar l/min

1

2

30 RPM

-20/+80 °C Weight 26 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

PORT SPECIFICATION

Pos.
Port

Fluid

2PortSWIVEL JOINT# 147.1

Hydraulic Oil1" BSP 1" BSP 25 350 400 200

GR2.225.S

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation
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Dn Work. Pressure Test Pressure Max flow

Stator Rotor mm Bar Bar l/min

1

2

3

15 RPM

-20/+80 °C Weight 4.5 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

3

PORT SPECIFICATION

3/8" BSP 10 350 400 80 Hydraulic Oil

Fluid

HD36.3B

3/8" BSP

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation

SWIVEL JOINT

Pos.
Port

Port# 147.1
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Dn Work. Pressure Test Pressure Max flow

Stator Rotor mm Bar Bar l/min

1

2

3

150 RPM

-20/+80 °C Weight 12 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

PORT SPECIFICATION

Pos.
Port

Fluid

3PortSWIVEL JOINT147.1#

Hydraulic Oil3/4" BSP 3/4" BSP 19 350 400 150

HD50.3D

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation
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Dn Work. Pressure Test Pressure Max flow

Stator Rotor mm Bar Bar l/min

1 3/4" BSP 3/4" BSP 19 150

2

3

150 RPM

-20/+80 °C Weight 13 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

350 400

HD75.2CD

1/2" BSP 1/2" BSP 12 80

Max rotating speed

Operating temperature

Material
External 

finish

Cod.

Hydraulic Oil

Price list

Working pressure in rotation

Pos.
Port

Fluid

# SWIVEL JOINT147.1 Port 3

PORT SPECIFICATION
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Dn Work. Pressure Test Pressure Max flow

Stator Rotor mm Bar Bar l/min

1

2

3

150 RPM

-20/+80 °C Weight 30 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

PORT SPECIFICATION

Pos.
Port

Fluid

3PortSWIVEL JOINT# 147.1

Hydraulic Oil1" BSP 1" BSP 25 350 400 200

HD75.3E

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

15 RPM

-20/+80 °C Weight 5 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

PORT SPECIFICATION

Pos.
Port

Fluid

4PortSWIVEL JOINT# 147.1

Hydraulic Oil3/8" BSP 3/8" BSP 10 350 400 60

HD36.4B

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

15 RPM

-20/+80 °C Weight 5 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

PORT SPECIFICATION

# 147.1 SWIVEL JOINT Port 4

Pos.
Port

Fluid

3/8" BSP 3/8" BSP 10 350 400 60 Hydraulic Oil

HD36.4B/E

Working pressure in rotation

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

15 RPM

-20/+80 °C Weight 8 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

PORT SPECIFICATION

Pos.
Port

Fluid

4PortSWIVEL JOINT# 147.1

Hydraulic Oil1/2" BSP 1/2" BSP 12 350 400 80

HD36.4C

Max rotating speed

Operating temperature

Material
External

 finish

Cod. Price list

Working pressure in rotation
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

15 RPM

-20/+80 °C Weight 20 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

80

Port 4

PORT SPECIFICATION

Pos.
Port

Fluid

Hydraulic Oil1/2" BSP 1/2" BSP 12 350 400

Working pressure in rotation

HD75.4C

SWIVEL JOINT# 147.1

Max rotating speed

Operating temperature

Material
External

 finish

Cod. Price list
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

150 RPM

-20/+80 °C Weight 16 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

PORT SPECIFICATION

Pos.
Port

Fluid

4SWIVEL JOINT# 147.1 Port

Hydraulic Oil3/4" BSP 3/4" BSP 19 350 400 150

HD50.4D

Max rotating speed

Operating temperature

Material
External

 finish

Cod. Price list

Working pressure in rotation
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

15 RPM

-20/+80 °C Weight 21 kg

Shaft Iron Shaft Galvanized

Hub Iron Hub Galvanized

External 

finish

Cod. Price list

ATEX FEATURES

TÜV NORD  14  ATEX  35140794

II 2 G  IIB T4
II 2 D c T135°C

Working pressure in rotation

HD75.4D HDAtex75.4D

Max rotating speed

Operating temperature

Material

Pos.

PORT SPECIFICATION

3/4" BSP

4

Fluid

Hydraulic Oil

Port

150

# 147.1 SWIVEL JOINT Port

3/4" BSP 19 350 400
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1 1/2" BSP 1/2" BSP 12 80

2

3

4 1/2" BSP 1/2" BSP 12 80

15 RPM

-20/+80 °C Weight 23 kg

Shaft Iron Shaft Galvanized

Hub Iron Hub Galvanized

Port

Pos.
Port

# 147.1 SWIVEL JOINT 4

PORT SPECIFICATION

Hydraulic Oil

Fluid

400350

GR4.218212.S

3/4" BSP 3/4" BSP 19 150

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation

Demac S.r.l. - 20013 Magenta (MI) Italy - Via R. Murri, 14 - Tel. +39.02.9784488 - Fax +39.02.97.00.35.09 - www.demac.it - info@demac.it    Pag.G-27



Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

15 RPM

-20/+80 °C Weight 36 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

HD95.4E HDAtex95.4E

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

II 2 D c T135°C

TÜV NORD  14  ATEX  35140794

Working pressure in rotation

Hydraulic Oil1" BSP 1" BSP 25 350 400 200

ATEX FEATURES

II 2 G  IIB T4

4

PORT SPECIFICATION

Pos.
Port

Fluid

# 147.1 SWIVEL JOINT Port
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3 1" BSP 1" BSP 25 200

4 3/4" BSP 3/4" BSP 19 150

15 RPM

-20/+80 °C Weight 64 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

Cod. Price list

HD145.DE2F HDAtex145.DE2F

Max rotating speed

Operating temperature

Material

Working pressure in rotation

II 2 G  IIB T4
II 2 D c T135°C

TÜV NORD  14  ATEX  35140794

External 

finish

1.1/4" BSP 1.1/4" BSP 32 220

Hydraulic Oil350 400

ATEX FEATURES

4

PORT SPECIFICATION

Pos.
Port

Fluid

# 147.1 SWIVEL JOINT Port
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

15 RPM

-20/+80 °C Weight 7 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

PORT SPECIFICATION

Pos.
Port

Fluid

5# 147.1 SWIVEL JOINT Port

Hydraulic Oil3/8" BSP 3/8" BSP 10 300 400 60

Working pressure in rotation

HD36.5B

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

15 RPM

-20/+80 °C Weight 8 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

PORT SPECIFICATION

Pos.
Port

Fluid

5# 147.1 SWIVEL JOINT Port

Hydraulic Oil1/2" BSP 1/2" BSP 12 300 400 80

Working pressure in rotation

HD36.5C

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3 1/2" BSP 1/2" BSP 12 80

4

5

15 RPM

-20/+80 °C Weight 30 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

TÜV NORD  14  ATEX  35140794

HD95.2BC2E HDAtex95.2BC2E

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation

ATEX FEATURES

II 2 G  IIB T4
II 2 D c T135°C

# 147.1 SWIVEL JOINT Port 5

PORT SPECIFICATION

3/8" BSP 3/8" BSP

1" BSP 1" BSP

10

20

Pos.
Port

Fluid

300 400 Hydraulic Oil

60

200
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

15 RPM

-20/+80 °C Weight 31 kg

Shaft Iron Shaft Galvanized

Hub Iron Hub Galvanized

TÜV NORD  14  ATEX  35140794

ATEX FEATURES

II 2 G  IIB T4
II 2 D c T135°C

80

HD95.3C2E HDAtex95.3C2E

1" BSP 1" BSP 20 200

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Hydraulic Oil

Working pressure in rotation

350 400

5

PORT SPECIFICATION

Pos.
Port

Fluid

# 147.1 SWIVEL JOINT Port

1/2" BSP 1/2" BSP 12
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

15 RPM

-20/+80 °C Weight 48 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

HD75.5E

Hydraulic Oil350 400 2001" BSP 1" BSP 25

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation

5

PORT SPECIFICATION

Pos.
Port

Fluid

# 147.1 SWIVEL JOINT Port

Demac S.r.l. - 20013 Magenta (MI) Italy - Via R. Murri, 14 - Tel. +39.02.9784488 - Fax +39.02.97.00.35.09 - www.demac.it - info@demac.it    Pag.G-34



Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

15 RPM

-20/+80 °C Weight 72 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

HD145.5E

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation

Pos.
Port

Fluid

1" BSP 1" BSP 25 350 400 200 Hydraulic Oil

PORT SPECIFICATION

# 147.1 SWIVEL JOINT Port 5
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1 3/4" BSP 3/4" BSP 19 150

2

3

4

5

15 RPM

-20/+80 °C Weight 92 kg

Shaft Iron Shaft Galvanized

Hub Iron Hub Galvanized

ATEX FEATURES

II 2 G  IIB T4
II 2 D c T135°C

External 

finish

Price list

Working pressure in rotation

HD145.D2F2G HDAtex145.D2F2G

Max rotating speed

Operating temperature

Material

Cod.

TÜV NORD  14  ATEX  35140794

Pos.
Port

Fluid

350 400 Hydraulic Oil
1.1/4" BSP 1.1/4" BSP 32 220

1.1/2" BSP 1.1/2" BSP 38 250

PORT SPECIFICATION

# 147.1 SWIVEL JOINT Port 5
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

6

15 RPM

-20/+80 °C Weight 7 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

6

PORT SPECIFICATION

Pos.
Port

Fluid

# 147.1 SWIVEL JOINT Port

Working pressure in rotation

HD10004

3/8" BSP 3/8" BSP 10 300 400 60 Hydraulic Oil

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

6

15 RPM

-20/+80 °C Weight 9 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

PORT SPECIFICATION

Pos.
Port

Fluid

6# 147.1 SWIVEL JOINT Port

Hydraulic Oil1/2" BSP 1/2" BSP 12 300 400 80

Working pressure in rotation

HD42.6C

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

6

15 RPM

-20/+80 °C Weight 27 kg

Shaft Iron Shaft Galvanized

Hub Iron Hub Galvanized

6# 147.1 SWIVEL JOINT Port

PORT SPECIFICATION

Pos.
Port

Fluid

Hydraulic Oil

19

60

350

GR6.210212218.S

3/8" BSP

1/2" BSP

3/4" BSP

3/8" BSP

1/2" BSP

3/4" BSP

10

12

Max rotating speed

Operating temperature

Material

Working pressure in rotation

External 

finish

Cod. Price list

400 80

150
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

6

7

8

15 RPM

-20/+80 °C Weight 42 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized
Material

External 

finish

Cod. Price list

HD95.8B

Max rotating speed

Operating temperature

3/8" BSP 3/8" BSP 10

Working pressure in rotation

60

Pos.
Port

Fluid

350 400 Hydraulic Oil

PORT SPECIFICATION

# 147.1 SWIVEL JOINT Port 8
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

6

7

8

15 RPM

-20/+80 °C Weight 60 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

150

HD95.2B4C2D

3/4" BSP

Max rotating speed

Operating temperature

Material
External 

finish

Cod. Price list

Working pressure in rotation

Pos.
Port

Fluid

350 400 Hydraulic Oil

3/8" BSP 10

12

60

1/2" BSP

3/8" BSP

1/2" BSP

3/4" BSP 18

80

PORT SPECIFICATION

# 147.1 SWIVEL JOINT Port 8
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3 1/2" BSP 1/2" BSP 12 80

4

5

6

7

8 1.1/4" BSP 1.1/4" BSP 32 220

15 RPM

-20/+80 °C Weight 92 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

Fluid

3/8" BSP 3/8" BSP 10

# 147.1 SWIVEL JOINT Port 8

350 400

60

Hydraulic Oil150

200

External 

finish

Cod. Price list

Working pressure in rotation

PORT SPECIFICATION

ATEX FEATURES

II 2 G  IIB T4

3/4" BSP

1" BSP

3/4" BSP

1" BSP

19

25

Pos.
Port

II 2 D c T135°C

TÜV NORD  14  ATEX  35140794

HD145.2BC2D2EF HDAtex145.2BC2D2EF

Max rotating speed

Operating temperature

Material
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

6

7

8

9

15 RPM

-20/+80 °C Weight 29 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

Cod. Price list

HD75.5A4B

Max rotating speed

Operating temperature

Material
External 

finish

60

1/4" BSP

3/8" BSP

1/4" BSP

3/8" BSP

Working pressure in rotation

PORT SPECIFICATION

# 147.1 SWIVEL JOINT Port 9

Pos.
Port

Fluid

350 400 Hydraulic Oil

7

10

40
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

6

7

8

9

15 RPM

-20/+80 °C Weight 94 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized
Material

External 

finish

Cod. Price list

HD145.3B2C2D2E

Max rotating speed

Operating temperature

Pos.
Port

Fluid

350 400 Hydraulic Oil

3/8" BSP

1/2" BSP

3/4" BSP

1" BSP

3/8" BSP

1/2" BSP

3/4" BSP

1" BSP

Working pressure in rotation

PORT SPECIFICATION

# 147.1 SWIVEL JOINT Port 9

10

12

18

25

60

80

150

200
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

6

7

8

9

10

15 RPM

-20/+80 °C Weight 94 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

External 

finish

Cod. Price list

Working pressure in rotation

HD145.8C2D HDAtex145.8C2D

Max rotating speed

Operating temperature

Material

1/2" BSP 12 80

400

TÜV NORD  14  ATEX  35140794

ATEX FEATURES

II 2 G  IIB T4
II 2 D c T135°C

Hydraulic Oil

10

PORT SPECIFICATION

Pos.
Port

Fluid

# 147.1 SWIVEL JOINT Port

3/4" BSP 3/4" BSP 19

350

150

1/2" BSP
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

6

7

8

9

10

11

15 RPM

-20/+80 °C Weight 125 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized
Material

External 

finish

Cod. Price list

HD145.4C3D2E2F HDAtex145.4C3D2E2F

Operating temperature

ATEX FEATURES

1/2" BSP

3/4" BSP

1" BSP

1.1/4" BSP

II 2 G  IIB T4
II 2 D c T135°C

TÜV NORD  14  ATEX  35140794

Max rotating speed

1/2" BSP

3/4" BSP

1" BSP

1.1/4" BSP 220

12

18

25

30

Working pressure in rotation

PORT SPECIFICATION

# 147.1 SWIVEL JOINT Port 11

Pos.
Port

Fluid

350 400 Hydraulic Oil

80

150

200
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

6

7

8

9

10

11

12

15 RPM

-20/+80 °C Weight 114 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized
Material

External 

finish

Cod. Price list

HD145.10C2D HDAtex145.10C2D

Operating temperature

ATEX FEATURES

II 2 G  IIB T4
II 2 D c T135°C

TÜV NORD  14  ATEX  35140794

Max rotating speed

Working pressure in rotation

Pos.
Port

Fluid

1/2" BSP 1/2" BSP 12

350 400

80

Hydraulic Oil

3/4" BSP 3/4" BSP 19 150

PORT SPECIFICATION

# 147.1 SWIVEL JOINT Port 12
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

6

7

8

9

10

11

12

15 RPM

-20/+80 °C Weight 114 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

3/4" BSP

12

25

80

1.1/4" BSP 1.1/4" BSP 30 220

HD145.5C5D2F

Operating temperature

Material

1/2" BSP

3/4" BSP

1/2" BSP

150

Hydraulic Oil350 400

Max rotating speed

Working pressure in rotation

External 

finish

Cod. Price list

12

PORT SPECIFICATION

Pos.
Port

Fluid

# 147.1 SWIVEL JOINT Port
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Dn Work. Pressure Test Pressure Max flow

Rotor Stator mm Bar Bar l/min

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15 RPM

-20/+80 °C Weight 120 kg

Shaft Iron Shaft Galvanized

Hub Cust iron Hub Galvanized

400350 Hydraulic Oil

Operating temperature

Material
External 

finish

1/4" BSP 1/4" BSP 6 40

3/4" BSP 3/4" BSP 19 150

Working pressure in rotation

Cod. Price list

HD145.10A4D

Max rotating speed

14

PORT SPECIFICATION

Pos.
Port

Fluid

# 147.1 SWIVEL JOINT Port
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2 m

10 mm

60 RPM

-30/+60 °C

Poles Slipring current Voltage Power Max cable section

[n°] [A] [V] [kW] [mm²]

2 5.5 75 0.4 1.5

3 5.5 75 0.4 1.5

4 5.5 75 0.4 1.5

5 5,5 75 ####### 1.5

6 5,5 75 ####### 1.5

7 5,5 75 ####### 1.5

8 5,5 75 ####### 1.5

10 5,5 75 ####### 1.5

12 5,5 75 ####### 1.5

Inlet cable

L

[mm]

65

150

133

116

107

99

90

82

73SR75.03

ø Max cable

Max rotating speed

Operating temperature

# 147.1 SLIPRING SR 75 SR

Protection degree IP 55

CODE

SR75.02

SR75.04

On request 400 V - 3,5 kW

SR75.12

SR75.05
SR75.06
SR75.07
SR75.08
SR75.10
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3 m

3 m

17 mm

30 RPM

-30/+60 °C

Poles Slipring current Voltage Power Max cable section L

[n°] [A] [V] [kW] [mm²] [mm]

2 20 50 1 2.5 162

3 25 230 5.75 2.5 162

4 10 400 6 2.5 162

4 20 400 12 4.0 162

5 20 400 8.00 2.5 176

7 10 400 6 2.5 176

12 20 400 12 2.5 229

12 10 50 0.50 2.5 202

16 5 75 0.38 1.5 246

20 6 400 4 1.5 256

24 12 24 0.29 1.5 244

24 12 400 7 1.5 279

30 20 24 0.48 1.5 316

SR150.02x2,5
SR150.03G2,5

Inlet cable

Outlet cable

#

174

[mm]

90

90

90

90

130

104

157

SR150.07G2,5 104

SLIPRING SR 150 SR

CODE

SR150.04G2,5

SR150.05G2,5

ø Max cable

IP 66

400 V version: 1 pole = Earth

Max rotating speed

B

SR150.04G4

147.1

Operating temperature

Protection degree

184

207

244

SR150.24G1,5 207

SR150.16x1,5
SR150.12x2,5
SR150.12G2,5

SR150.30G1,5

SR150.20G1,5
SR150.24x1,5
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3 m

3 m

30 RPM

-30/+60 °C

Poles Slipring current Voltage Power Max cable section L B Max øcable

[n°] [A] [V] [kW] [mm²] [mm] [mm] [mm]

16 20 230 4.6 1.5 M50x1,5 248 176 21

20 20 230 4.6 1.5 M50x1,5 279 207 21

24 30 400 18.7 1.5 M65x2 357 290 35

30 20 220 4 1.5 M65x2 383 316 35

36 20 220 4.4 1.5 M65x2 426 359 35

SR200.30G1,5
SR200.36G1,5

# SLIPRING SR 200

SR200.20G1,5
SR200.24G1,5

SR200.16G1,5

147.1 SR

Inlet cable

Outlet cable

M

Max rotating speed

Operating temperature

Protection degree IP 66

400 V version: 1 pole = Earth

CODE
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3 m

3 m

30 RPM

-20/+60 °C

Poles Slipring current Voltage Power Max cable section L B Max øcable

[n°] [A] [V] [kW] [mm²] [mm] [mm] [mm]

4 240 600 224 70.0 M80x2 408 320 45

4 150 400 93 25.0 M50x1,5 357 247 35

4 210 400 131 70.0 M80x2 430 300 45

4 56 400 35 25.0 M80x2 370 260 45

4 73 400 45 35.0 M80x2 370 260 45

4 88 400 55 35.0 M80x2 370 260 45

4 120 400 75 50.0 M80x2 370 260 45

4 176 400 110 70.0 M80x2 370 260 45

Outlet cable

# 147.1 SLIPRING SR 320 SR

Inlet cable

Max rotating speed

Operating temperature

Protection degree IP 65

400 V version: 1 pole = Earth

SR320.04.45
SR320.04.55
SR320.04.75
SR320.04.110

M

SR320.04.600.240
SR320.04.400.150

SR320.04.210
SR320.04.35

CODE
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Max Pressure

Rotor Stator Bar Min Max

Amperage Voltage Resistance Cable section

A V Ω mm 2

Connection surface treatment

COMPANY

ADDRESS

Cabel type
Lenght of cable brush side

Lenght of cable slip-ring side

SLIPRING ASSEMBLY

Poles

 OFFER INQUIRY

CONTACT PERSON E-MAIL

TELEPHONE FAX

SENDER

Bar

Max flow

l/min
Fluid

Connectors type

Total cross section

Max revolution

Total number of ways

SWIVEL JOINTS
Port

Ways
Work. Pressure

FAX: +39 02 97 00 35 09       E-MAIL: info@demac.it 

Temperature [°C]
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NOTES
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